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 Natural pigments are photosensitizers in dye-sensitized solar cells (DSSCs).
 Efﬁciency is still lower compared to synthetic pigments.
 The use of natural pigments such as carotenoids and polyphenols is cheap.
 General advantages of DSSCs are ﬂexibility, color and transparency.
 Usage under diffuse light and therefore, indoor applications are possible.a r t i c l e i n f o
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Dye-sensitized solar cells (DSSCs) which are also called Graetzel cells are a novel type of solar cells. Their
advantages are mainly low cost production, low energy payback time, ﬂexibility, performance also at dif-
fuse light and multicolor options. DSSCs become more and more interesting since a huge variety of dyes
including also natural dyes can be used as light harvesting elements which provide the charge carriers. A
wide band gap semiconductor like TiO2 is used for charge separation and transport. Such a DSSC contains
similarities to the photosynthetic apparatus. Therefore, we summarize current available knowledge on
natural dyes that have been used in DSSCs which should provide reasonable light harvesting efﬁciency,
sustainability, low cost and easy waste management. Promising natural compounds are carotenoids,
polyphenols and chlorophylls.
 2013 The Authors. Published by Elsevier Ltd. Open access under CC BY-NC-ND license.1. Introduction
The idea of using the reactions of photosynthesis to convert sun
light into electrical power appeared already by Melvin Calvin be-
fore 1974 [1]. The model was a photo-electrochemical cell based
on a synthetic membrane where carotenoids were used as a wire
inside the membrane. After absorption of a light quantum by a sen-
sitizer molecule localized at one side of the membrane, an electron
is transferred to a carotenoid and then diffuses through themembrane to the other side where it is captured by an electron
acceptor. This attractive model which was suggested for the ﬁrst
time to directly convert sun light into electric energy by using
membranes and pigments quickly became textbook knowledge
[2]. At the same time, Melvin Calvin also suggested a model for
photochemical hydrogen production. Again, the model was based
on the photosynthetic electron transport system [1]. Later it was
directly shown that after illumination electrons are transferred
from canthaxanthin, an accessory carotenoid of the photosynthetic
system, to chlorophyll a, the electron collector system [3].
A similar approach has been taken in parallel in physical and
chemical sciences [4]. Sun light is used to excite electrons of pig-
ments, mainly metal complexes, into a higher energy level which
are then transferred to the conduction band of a wide bandgap
semiconductor. Compared to the well-known silicon devices, such
dye-sensitized solar cells (DSSCs) cells are belonging to the emerg-
ing third-generation photovoltaic concept and use synthetic or nat-
ural dyes as light harvesting pigments [5,6]. They are also called
Graetzel cells named after their publication in 1991 [7].
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free layer of expensive silicon in order to have reasonable photon
capture and recombination rates. The light conversion efﬁciency
of crystalline silicon solar cells is in the order of 25%; a DSSC cur-
rently reaches approximately 12.3% with a Zn-porphyrin and a
Co-based electrolyte [8,9]. However, for DSSCs the potential to
achieve production costs below 0.5 $ per watt peak of solar elec-
tricity are reasonable [10].
Major advantages of DSSCs are the large ﬂexibility in shape, col-
or, transparency, and performance also under diffuse light [6,11].
DSSCs could be integrated into large varieties of products, e.g. hand
bags or clothing, indoor applications, and building-integrated
photovoltaics such as roll-able devices for walls of buildings or
windows [12,13]. But many components of a DSSC remain to be
optimized. We focus on the identiﬁcation and usage of natural pig-
ments as light harvesting elements in DSSCs. Natural pigments as
photosensitizers in DSSCs have the potential to reach similar per-
formances and stability as known from dyes based on metal
complexes.2. General composition, function and parameters of DSSCs
A DSSC is composed of two electrodes at least one of them
transparent for light in the visible range [14]. In most cases glass
covered with a transparent conductive oxide (TCO) material usu-
ally indium tin oxide (ITO) or ﬂuorine doped tin oxide (FTO) is
used. A basic DSSC setup is shown in Fig. 1. On the conductive sur-
face (15 O/h with a transmission of >80% from 400 to 700 nm) of
the anode a nanoporous wide band gap semiconductor is depos-
ited. Its nanocrystalline structure (nanoparticle size 20–50 nm) en-
hances the surface area by nearly a factor of 1000 while at the
same time minimizing the optical absorption. This is usually the
anatase modiﬁcation of titanium(IV) oxide (TiO2) which contains
excess free electrons and is therefore an negative (n)-type semi-
conductor [15]. The light absorbing dye pigment is attached to
the TiO2 surface and should assemble an electrically homogeneous
dipole layer [16]. Photoexcitation of the pigment from the ground
state S to the excited state S leads to the injection of an electron
into the conduction band of TiO2. This electron diffuses through
the nanoporous TiO2 and ﬁnally passes through the TCO layerFig. 1. Schematic setup of a DSSC. The photoanode and counter-electrode are based
on ﬂuorine-doped tin oxide (FTO) coated glass. The illumination (hm) of a DSSC
with a liquid electrolyte containing I=I3 initiates a cascade of reactions which lead
to an electrical current. Photons excite the dye molecule in the ground state (S) to
its electronically excited state (S). The electronically excited dye molecule injects
then an electron (e) into the conduction band of the semiconductor TiO2. The
oxidized dye (S+) is reduced by iodide (I). The generated tri-iodide (I3 ) is reduced
at the cathode by the catalyst platinum (Pt) to I which completes the cycle. The
overall result is the direct conversion of light into electricity.and the load (any electrical device). The oxidized pigment S+ is re-
stored by electron transfer from the electrolyte. A widely used li-
quid electrolyte is the iodide–triiodide (I=I3 ) redox system in an
organic solvent which penetrates into the nanoporous structure.
I reduces the positively charged pigment whereby I3 ions are
formed which diffuse to the cathode. The inner surface of the cath-
ode contains either graphite or platinum particles as catalyst.
There, I3 is reduced to I
 and the cycle is ﬁnished [17].
The ideal energetic pathway of an electron in a DSSC is shown in
Fig. 2. The maximal obtainable voltage (DV) is the difference be-
tween the Fermi level of the conduction band of TiO2 and the redox
potential of the redox couple (I=I3 ).
A DSSC can be characterised with an IV-diagram where the cor-
responding current (I) at rising voltage (V) is plotted (Fig. 3). At a
bias of 0 V the short circuit current (ISC) is measured and when
the current reaches 0 A the open circuit voltage (VOC) is deﬁned.
The maximum power output (Pmax) generated by a DSSC is reached
when the product of the current and the voltage is maximal. With
the equation below, the maximum power is calculated. The corre-
sponding factors are called current at maximal power (Imp) and
voltage at maximal power (Vmp).
Pmax ¼ Imp  Vmp
Often, the current density (J) [mA/cm2] instead of the current (I)
[mA] is stated to allow a better comparison between measure-
ments of different solar cells. Therefore, the ISC and Imp become
JSC and Jmp, respectively, whereby JSC and Jmp are independent from
the photoactive area.
How efﬁcient a solar cell can convert the power of the incident
light into electricity is, beside its life time stability, in the center of
interest. The solar energy to electricity conversion efﬁciency (g) is
calculated with the following equation:
g ¼ Pmax=Pin ¼ Imp  Vmp=Pin ¼ ISC  VOC  FF=Pin
The incident power (Pin) is the irradiance illuminated on the
DSSCs. Pin has to be measured beforehand. The efﬁciency is be-
tween 0% and 100%.
Besides ISC, VOC and g also the ﬁll factor (FF) belongs to the four
key performance parameters of a solar cell [5]. The ﬁll factor is a
value between 0 and 1 that describes the shape of the IV-curve,
where a high value indicates a more preferable rectangular shape
described by the following equation [6]:
FF ¼ Imp  Vmp=ISC  VOC
To compare different solar cell concepts and devices a standard
light spectrum (AM1.5) and measurement conditions (homoge-
neous illumination of 100 mW/cm2 at 23 C) are deﬁned.
First experiments were performed mainly with dyes based on
ruthenium (Ru) complexes e. g. N719 (di-tetrabutylammonium
cis-bis(isothiocyanato)bis(2,20-bipyridyl-4,40-cicarboxylato) ruthe-
nium(II)) [18]. Later the use of metal-free synthetic dyes such as
indoline dyes was introduced [19]. However, the overall electro-
chemical conﬁguration, like composition of the electrolyte or the
layer thicknesses, has to be adopted to obtain optimal efﬁciency
of the DSSCs.
The basic principle of a DSSC with natural dyes is to exchange
the above-mentioned synthetic dyes of the set-up of DSSCs with
natural ones. Developing and optimizing materials for organic so-
lar cells is generally not yet rational, but rather empirical. The rea-
son for this is that multiple parameters have to be taken into
account when new types of materials and dyes are designed for or-
ganic solar cells. The photovoltaic cell’s efﬁciency does not only de-
pend on the pigment’s molecular structure, but also strongly on
solid-state properties, such as morphology, self-assembly and
aggregation of the dye molecules. In the case of DSSCs even more
parameters have an inﬂuence on the efﬁciency such as the type
Fig. 2. Simple energy level diagram with electron transfer processes of a DSSC with liquid electrolyte. The maximal voltage (DV) achievable with a DSSC is deﬁned as the
difference of the redox potential of the electrolyte’s redox couple (I=I3 ) and the Fermi level of the semiconductor’s conduction band. DV is equal to the open circuit voltage
(VOC). The gap between the highest occupied molecular orbital (HOMO) and the lowest unoccupied molecular orbital (LUMO) of the dye (S) inﬂuences its light absorption
properties, which means the efﬁciency of getting electronically excited, oxidised and reduced and moreover, the spectral absorption range. However, other chemical structure
characteristics of the dye and the binding between the dye and the TiO2 also crucially inﬂuence the solar energy to electricity efﬁciency (g) of a DSSC. V vs. NHE means that
the redox potential is relative to the redox potential of the normal hydrogen electrode (NHE).
Fig. 3. Photocurrent-voltage characteristics of a DSSC. The photosensitizer was the
ruthenium (Ru) complex dye N719. The liquid electrolyte contained the redox
couple I=I3 . Similar curves are obtained with natural photosensitizers.
Fig. 4. (a) Donor-p-acceptor structure principle of an organic dye in DSSCs with
TiO2 photoanodes. (b) Possible binding modes of a COOH-group to TiO2.
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lyte with the respective redox couple. Hence, the optimal design
of organic dyes regarding to an enhancement of the DSSCs’ perfor-
mance can only be derived from approximate trends. In general,
the design of a photosensitizer consists of a donor–acceptor–
substituted p-conjugated bridge. The acceptor part is the dye’s
anchoring group which is attached to the TiO2 (Fig. 4a) [20]. Up
to now mainly electrolytes known from DSSCs with synthetic dyes
are used for DSSCs with natural dyes [21].
Dye-cocktails or co-sensitization could yield higher efﬁciencies
if the absorption spectra of the different dyes do not overlap too
much in order to extend the overall absorption spectrum. How-
ever, limitations could be in a lower TiO2 surface area for a partic-
ular dye or intermolecular interactions between the different dyes
which may result in lower electron injection efﬁciency [22].
3. Natural pigments used in DSSCs
Based on the results with Ru-complexes also a variety of metal–
organic dyes such as Zn-porphyrin derivatives have been tested
[23]. Prerequisites for photosensitizers to function in DSSCs arethe absorption in the visible or near-infrared regions of the solar
spectrum and the binding to the semiconductor TiO2 [24]. The
functional group necessary to interact with the TiO2 surface is a
carboxylic or other peripheral acidic anchoring group [6,25]. The
Table 1
Natural dyes used in DSSCs.
Plant source Structure or structural class Photoactive
area (cm2)
Jsc
(mA/cm2)
Voc
(mV)
g/FF Remark Reference
Black rice Anthocyanin 1 1.142 551 na/0.52 Fractionated extract [38]
Erythrina Variegata Carotenoid, Chlorophyll 1 0.776 484 na/0.55 Fractionated extract [38]
Rosa xanthina Anthocyanin 1 0.637 492 na/0.52 Fractionated extract [38]
Kelp Chlorophyll 1 0.433 441 na/0.62 Fractionated extract [38]
Capsicum Carotenoid 1 0.225 412 na/0.63 Fractionated extract [38]
Begonia 0.2 0.63 537 0.24/0.72 Extract [40]
Rhododendron 0.2 1.61 585 0.57/0.61 Extract [40]
Perilla 0.2 1.36 522 0.5/0.70 Extract [40]
Mangosteen pericarp 0.2 2.69 686 1.17/0.63 Extract [40]
Mangosteen pericarp a-Mangostin/b-mangostin 0.2 2.55 621 0.92/0.58 Fractionated extract [40]
Mangosteen pericarp Rutin 0.2 2.92 611 1.12/0.63 Fractionated extract [40]
Hibiscus sabdariffa L. Cyanidin-3-glycosides/delphinidin-
3-glycoside
– 1.63 404 0.37/0.57 Aqueous extract [78]
Beta vulgaris rubra Betalains 0.5 9.5 425 1.7/0.37 Aqueous extract [79]
Rhoeo spathacea Stearn – – 10.9 496 1.5/0.27 Ethanol extracts, aqueous
electrolyte
[80]
Bixa orellana L. Bixin 0.5 1.1 570 0.37/0.59 Fractionated extract [81]
Spinach Modiﬁed chlorophyll/neoxanthin – 11.8 550 3.9/0.60 Isolated compounds [37]
Spinach Modiﬁed chlorophyll/violaxanthin – 11.4 540 3.7/0.61 Isolated compounds [37]
Spinach Modiﬁed chlorophyll/lutein – 12.5 540 4.0/0.59 Isolated compounds [37,37]
n.a. Modiﬁed chlorophyll/b-carotene – 13.7 530 4.2/0.58 Isolated compounds [37]
Chaste tree fruit – – 1.06x 390 na/0.48 Extract [82]
Mulberry – – 0.86x 422 na/0.43 Extract [82]
Cabbage-palm fruit – – 0.37x 442 na/0.61 Extract [82]
Calafate fruit Delphinidin – 0.96 520 na/0.56 Aqueous extract [83]
Jaboticaba skin Peonidin – 2.6 660 na/0.62 Ethanolic extract [83]
Gardenia fruit Crocetin/ 1.0 2.84 430 0.56/0.46 Isolated compounds [84]
crocin 0.45 580 0.16/0.60
Red Sicilian orange ‘‘Moro’’ Cyanin 0.5–1.0 3.84 340 0.66/0.50 Fruit juice [85]
Eggplant skin Nasunin 0.5–1.0 3.40 350 0.48/0.40 Ethanolic extract [85]
Prickly pear Betaxanthin 1.0 8.8 389 2.06/0.60 Acidiﬁed juice [16]
Tradescantia Zebrina Antocyanin – 0.63 350 0.23/0.55 Ethanolic extract [86]
Kapok Antocyanin/carotenoid – 0.87 360 0.3/0.49 Ethanolic extract [86]
Pitaya Not reported – 0.5 330 0.17/0.52 Ethanolic extract [86]
Canarium odontophyllum Antocyanin – 2.45 385 0.59/0.62 Ethanolic extract [87]
Ixora sp. Antocyanin – 6.26 351 0.96/0.44 Ethanolic extract [87]
C. odontophyllum + Ixora sp. Antocyanin – 6.26 384 1.13/0.47 Mixed ethanolic extract [87]
C. odontophyllum + Ixora sp. Antocyanin – 9.80 343 1.55/0.46 Ethanolic extracts in
consecutive layers
[87]
Rhododendron sp. Antocyanin 0.27 0.85 544 0.33/0.72 Ethanolic extract [88]
n.a. = not applicable x = current not normalized to cell area.
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carboxylic group [26].
There are several possible chemical functional groups that are
able to bind the dye to the TiO2. The best anchoring groups for me-
tal oxides are phosphonic acids followed by carboxylic acids and
their derivatives, such as acid chlorides, amides, esters or carboxyl-
ate salts [25]. The carboxylic group is the most frequently used
anchoring group.
In order to form bonds, the dye’s binding groups react with sur-
face hydroxyl groups of the metal oxide. In the case of phosphonic
acids or carboxylic acids, a reversible binding with high equilib-
rium binding constants is established between the photosensitizer
and TiO2. In basic conditions (usually pHP 9) the dyes are easily
desorbed again. There are several binding modes between the
TiO2 and a dye molecule with at least one carboxylic group (COOH)
(Fig. 4b) [25,27,28]. Which mode of chemisorption between TiO2
and COOH is prevalent depends on the dye’s structure, its anchor-
ing groups, the pH, and the metal oxide’s preparation [25].
The interaction of TiO2 with cyanin, an anthocyanidine, is via
the hydroxyl-ketone tautomer of cyanin [24]. The main issues
which have to be taken into account are an appropriate anchoring
of the molecules while allowing a fast and energetically optimized
charge transfer. The p electrons of the carboxylic group should be
in resonance with the p electrons of the polyene backbone in orderto be able to shift the electrons through the anchoring group into
the conduction band of the semiconductor. The color of dyes also
depends on such delocalized p electrons.
Over 80 metal-free organic dyes that can be prepared by cheap-
er methods have been described [20]. The highest g was 9.5% with
a novel indoline dye [29]. A special method for the modiﬁcation of
the TiO2 layer with the metal-free organic dye D102 has recently
been reported to result in a signiﬁcant increase of g [30].
Natural dyes as photosensitizers for DSSCs are very attractive
because they are of low cost, abundant in supply, and sustainable.
An early proof that carotenoids can function as photosensitizers in
DSSCs was with 80-apo-b-caroten-80-oic acid bound to TiO2. A pho-
tocurrent stable for 1 h under continuous radiation was measured
and an ordered monolayer structure of the TiO2-bound carotenoid
has been suggested [31]. Since then, carotenoids have already been
successfully used in DSSCs [32–34]. The highest g with single
carotenoids was 2.6% [35]. The optimal length of carotenoids con-
sists of seven conjugated p bounds [36]. By using carotenoids in
combination with chlorophyll derivatives g can be increased to
up to 4.2% [37]. This increase is probably due to similarities to
photosynthesis.
Several extracts have been discovered as efﬁcient photosensi-
tizers. The effect of a black rice extract has been attributed to an
anthocyanin with an o-hydroxychinon moiety [38]. A different
Table 2
Chemical structures of natural dye classes.
Name Chemical structure
Bixin
Crocetin
Crocin
Betaxanthin
Betalains
Delphinidin (an anthocyanidin)
Cyanidin (an anthocyanidin)
Cyanin (an anthocyanin)
220 H. Hug et al. / Applied Energy 115 (2014) 216–225
Table 2 (continued)
Name Chemical structure
Nasunin (an anthocyanin)
Peonidin (an anthocyanidin)
a-Mangostin
b-mangostin
Chlorophyll a
Rutin (a ﬂavonol glycoside)
(continued on next page)
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Table 2 (continued)
Name Chemical structure
Methyl-3-carboxy-3-devinylpyropheophorbide (a
modiﬁed chlorophyll)
Neoxanthin
Violaxanthin
Lutein
b-Carotene
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carp extract showed the highest efﬁciency g of 1.17%. The active
component has been described as rutin [39]. An overall compari-
son identiﬁed an extract of Rhoeo spathacea with an efﬁciency g
of 1.49% as attractive source amongst others [40]. The glycosides
of anthocyanidins, the anthocyanins, seem to be more efﬁcient
than the anthocyanidins. An explanation could be the better solu-
bility in H2O. Nevertheless, the interaction of cyanidin with TiO2
particles for the use in DSSCs was suggested already in 2007 [41].
The natural dyes used so far in DSSCs are summarized in Table 1.
Data are often obtained under different conditions and device set-
ups by different authors and therefore, they are in some cases dif-
ﬁcult to compare directly. The photosensitizers belong to different
chemical classes, which contain mainly carotenoids, betalains,
ﬂavonoids, or chlorophylls (Table 2). A high g of 2.06% was ob-
tained with an extract of Sicilian prickly pear [21]. Promising nat-
ural carotenoids are crocetin or bixin.
Stability of natural photosensitizers in DSSCs is debated. To pro-
tect natural photosensitizers from degradation DSSCs are assem-
bled under an inert atmosphere [42]. The stability of
anthocyanins and betalains when protected from direct sunlight
is more than one year [21]. An alternative approach to this issue
of depleting dyes is mimicking nature: an annual exchange of dyesmight be the solution. However, the development of concepts and
solutions for an easy-to-handle exchange of the dye in such devices
is still required.
For Zinc oxide (ZnO) as semiconductor it has been shown by a
computational Discrete Fourier Transform study that the caroten-
oid retinoic acid would be most efﬁcient compared to other natural
carotenoids, e.g. crocetin and bixin [43]. But ZnO has mainly been
describes as interlayers in bulk heterojunction solar cells [44].
4. Improvements of future DSSCs
The most efﬁcient dyes are synthetic and therefore, still petro-
leum based. Some of them even require limited heavy metals as ac-
tive centers what makes the recycling more difﬁcult. Carotenoids,
chlorophylls, anthocyanins or other natural dyes as photosensitiz-
ers are sustainable and are available in large amounts. However,
efﬁcient and fast extraction methods for puriﬁcation are necessary.
The pigments of DSSCs degrade when exposed to ultraviolet
radiation in combination with oxygen. A UV protection foil consist-
ing of UV ﬁlters or UV absorbing luminescent chromophores
(which emit at longer wavelengths) can be applied on the outside
of the anode. Inside the DSSCs antioxidants could be added to pro-
tect the pigments from oxidation.
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age trees the stability of the photo conversion system is less than
one year. Silicon-based solar cells are guaranteed to last for
25 years. This time might not be easily reached by solar cells with
natural pigments for light harvesting. Possible solutions would be
to replenish the pigments every year. This is only feasible when
it is cheap and easy to handle. Another possibility would be lowest
price foil solar cells that can be removed from the wall or roof as a
whole.
The currently most efﬁcient Graetzel cells are still slightly
less efﬁcient in comparison to standard silicon-based solar cells.
But as a result of the light absorption mechanism of the pig-
ments, DSSCs work even in low-light conditions. Therefore,
DSSCs are able to work under cloudy skies and indirect sunlight,
whereas inorganic semiconductor-based photovoltaic cells would
suffer a cut-off at some lower limit of illumination. Since the
cut-off of DSSCs is so low, they are even proposed for indoor
use, collecting energy for small devices from the light inside
buildings [45].
The major disadvantage of the conventional DSSC design is the
use of the liquid electrolyte, which requires an appropriate encap-
sulation against leakage and contamination. Furthermore, at high
temperatures, stability problems have to be addressed. High tem-
peratures cause the liquid to expand what stresses the sealing of
the DSSCs. Another major drawback of the electrolyte solution
are volatile organic solvents requiring again a careful sealing. This,
along with the fact that the solvents permeate plastics, has not al-
lowed a large-scale outdoor application yet.
Antireﬂective (AR) coating exists for conventional photovolta-
ics. However, the processes have to be adjusted to ﬂexible DSSCs
since sintering is done at temperatures too high for polymers
and the AR coatings are not ﬂexible yet. To apply AR coatings on
DSSCs, conductive polymers with higher melting temperatures,
e.g. based on graphene [46], are already in use [47].
UV ﬁlters may be used since carotenoids and other (natural)
dyes are sensitive to UV-light. Tetraethylorthosilicate has been de-
scribed to decrease UV degradation of Beta vulgaris pigments in
DSSCs [48].
Several different improvements and modiﬁcations of the TiO2
semiconductor have been described. It has been claimed that
TiO2 with a dispersion of nanosized copper (Cu) that is embedded
in an inert carbon shell could increase the efﬁciency g compared to
pure TiO2 by at least 23% [49]. An increase of the TiO2 surface area
with well-aligned hierarchical TiO2 tubular macro-channel arrays,
obtained by hydrothermal synthesis, resulted in an improvement
of g of approximately 0.8% [50]. Furthermore, an increase of the
particle size of TiO2 in the light scattering layer leads to an
enhancement of g of approximately 5% [51]. Bamboo-type TiO2
nanotubes improved g due to higher dye loading by a factor of
1.4 [52]. The addition of carbon black to the dye alizarin yellow
and TiO2 enhanced the conductive band of nano-TiO2 and thereby
increased the short-circuit current [53]. TiO2 submicro-rings could
help in synthesizing TiO2 directly onto TCO [54]. Infrared rapid
thermal annealing reduced the sintering of TiO2 from hours to min-
utes [55].
An increase of g with the Ru based dye N719 was obtained
when copper phthalocyanine constituted an additional shell to
the TiO2-dye complex. Due to cascade charge transfer this increase
was 41.08% [56].
Pt, the catalyst used for the counter electrode, has a limited nat-
ural availability and high costs. Therefore, DSSCs with a more efﬁ-
cient Pt cathode have been prepared by homogeneous deposition
employing ethylene glycol with a promising improvement of g
[57]. In a different approach, Pt coated cathodes were replaced
by hierarchical micro/nano-structured cobalt sulphide spindles
with g very close to that of the DSSCs with Pt containing electrodes[58]. Another promising approach to replace the Pt coated elec-
trode with a similar g are porous carbon plates as a conductive
substrate with vertically oriented ordered mesoporous carbon
ﬁlms as the catalytic layer [59].
The I=I3 redox system has been replaced with a more efﬁcient
system based on cobalt complexes [10,60]. With this electrolyte an
efﬁciency g of 12.3% was reached which is the highest g of a DSSC
obtained so far [61,62]. Another suggestion for the replacement of
the I=I3 electrolyte is a new heteroleptic copper(I) complex with a
phosphonic acid anchoring ligand [63].
A further goal is to make both electrodes photoactive. Such cell
types are called double junction hybrid DSSCs. All natural pigments
described here inject electrons into n-type semiconductors like
TiO2 at the photoanode after light absorption. Recently, positive
(p)-type semiconductors like nickel(II) oxide (NiO) or copper(I)
thiocyanate (CuSCN) that transport positive holes have been re-
ported [6,20]. Pigments working with such p-type semiconductors
must be able to take electrons from the p-type semiconductor
upon excitation with light. The electron is then transferred to the
electrolyte which is currently again the I=I3 redox system. Prereq-
uisites of such dyes working with p-type semiconductors are that
the highest occupied molecular orbital (HOMO) of the dye must
be below the valence band of the p-type semiconductor and that
the lowest unoccupied molecular orbital (LUMO) must be higher
than that of the redox potential of the electrolyte. The photosensi-
tizer at the anode attached to an n-type semiconductor, e.g. carote-
noids, absorbs light in the blue range of the spectrum and a
photosensitizer attached to a p-type semiconductor at the cathode
should absorb red light and transmit positive holes into the semi-
conductor [6]. In such a way the utilizable light spectrum is consid-
erably broadened what should increase g signiﬁcantly.
Using a solid state electrolyte system improves the stability of a
DSSC and facilitates its fabrication. But g of solid state devices is
lower compared to g of DSSCs with a liquid electrolyte [23]. How-
ever, solid-state mesoscopic perovskite-sensitized solar cells yield-
ing a g of over 15% have been described recently [64–66]. Another
promising new type of an all-solid-state, inorganic DSSC that con-
sisted of the p-type direct bandgap semiconductor CsSnI3 and n-
type nano-porous TiO2 with the dye N719 showed an g of 10.2%
[67,68].
A successful attempt to maximize the surface area and thereby
to increase the efﬁciency g of DSSCs was the arrangement of single
DSSCs like needles around a branch of a pine tree to capture sun
light from all directions [69]. The anode was composed of a spiral
Ti wire (without TCO) coated with TiO2 to which the Ru dye N719
was attached. The anode was wrapped around a cathode which
consisted of either a straight Pt or Ti wire coated with a Pt ﬁlm.
The whole composition was placed inside a glass tube ﬁlled with
I=I3 redox couple electrolyte. Several such 3D-DSSCs were ar-
ranged in series-parallel connections to simulate a pine tree. Efﬁ-
ciencies g were above 3%.
A future big advantage for the usage of natural pigments for
DSSCs is the possibility of recombinant expression and therefore,
large scale production of such dyes. The genes coding for the en-
zymes which are involved in the synthesis of the pigments can
be expressed in microorganisms, either in the wild-type form or
with mutations that lead to a modiﬁed product [70–74].
Single-walled carbon nanotubes show high electron mobility
but cannot be used as such in DSSCs. Therefore, modiﬁed single-
walled carbon nanotubes are required. An M13 phage that ex-
presses a pVIII major coat protein with a peptide insert binding
to single-walled carbon nanotubes -TiO2 nanocrystals has been se-
lected from a phage library [75]. Such nanocomposites were used
as photoanodes in DSSCs which may increase stability of large
modules. The efﬁciency g with the Ru-complex dye N719 was
10.6%.
224 H. Hug et al. / Applied Energy 115 (2014) 216–225To come closer to natural photosynthesis, a major part of pho-
tosystem I of a thermophilic cyanobacterium has been used as
photosensitizer [76]. The efﬁciency g was 0.08% which leaves sig-
niﬁcant optimization challenges. A future goal is the coupling of
the DSSC’s charge separation mechanism to oxidative phosphory-
lation and to split H2O into molecular H2 and O2 for energy storage
[4]. This would also involve photosystem II or a similar complex
where oxidation of H2O occurs [77].
5. Cost estimations of photosensitizers
The price of the dye can be calculated according to the following
equation [21]:
Ptotal ¼ CMdye  Pmass=IAM1:5  g
Ptotal is the price per Watt peak (€ W-1), U is surface coverage of
the dye (mol cm-2),Mdye is the molecular mass of the dye (g mol-1),
Pmass is the price per mass (€ g-1), IAM1.5 is the sun light intensity of
AM 1.5 (W m-2) and g is the efﬁciency as already described. The
price Ptotal for ruthenium based compounds has been calculated
to approximately 0.8 € W-1 [21]. Therefore the costs of the dye
for a DSSC based panel of 3 kWp will be in the range of 2400 €
[21]. It has been estimated that the dyes contribute to 10–15% to
the total costs of a DSSC.
Ptotal for organic dyes has been claimed to be in a similar range
than those for ruthenium based dyes [21]. This is mainly due to
costly synthesis. However, stability has not been included in the
formula.
The costs for natural dyes are currently very difﬁcult to esti-
mate. They mainly depend on the availability of the source and
the extraction method. One needs to concentrate on cheap sources
or even waste streams of the food industry, e.g. skins of pressed
grapes. Then, it still has to be experimentally clariﬁed how much
puriﬁcation of a plant extract is needed. Since complexes of differ-
ent molecules or combination of dyes may work more efﬁciently,
crude extraction may be sufﬁcient which would dramatically de-
crease the costs for natural dyes. In addition, there is no chemical
by-product waste management. Furthermore, natural dyes are
usually non-toxic and fully biodegradable. To increase g of DSSCs
with natural dyes, intensive basic research is growing from physics
to biology. Taking all these arguments into consideration, natural
dyes are expected to be signiﬁcantly cheaper than synthetic dyes
used in DSSCs. As discussed, only stability is an uncertain parame-
ter, but could probably be improved by adding stabilizers like anti-
oxidants, e.g. vitamin C or E (unpublished).
6. Conclusions
Natural pigments can be used as photosensitizers in DSSCs.
However, the efﬁciency g is still by a factor of 3–4 lower than with
synthetic dyes. But natural pigments are normally non-poisonous,
can be disposed easily, and should be cheaper and more environ-
mentally friendly than synthetic metal complexes. Therefore,
natural dyes as light harvesting elements in DSSCs can contribute
to a sustainable solution for the future energy production. Nature
supplies a huge variety of putative structures for photosensitizers
and combinationsmay enhance stability, efﬁciencies, and sustainability.
Acknowledgements
We would like to thank Petra Buchwald-Hunziker for technical
assistance, Ernst Meyer, Uwe Pieles, Gino Günzburger, Res Jöhr,
Claus Kilpert and Wolfgang Schalch for helpful discussions, and
Werner Neupert and Jochen Pheiffer for support. The ﬁnancial sup-
port from NanoArgovia is highly appreciated.References
[1] Calvin M. Solar energy by photosynthesis. Science 1974;184:375–81.
[2] Mohr H, Schopfer P. Lehrbuch der Pﬂanzenphysiologie. Berlin, Heidelberg, New
York: Springer-Verlag; 1978.
[3] Diarra A, Hotchandani S, Max J, Leblanc RM. Photovoltaic properties of mixed
monolayers of chlorophyll a and carotenoid canthaxanthin. J Chem Soc,
Faraday Trans 1986;2:2217–31.
[4] Kalyanasundaram K, Graetzel M. Artiﬁcial photosynthesis: biomimetic
approaches to solar energy conversion and storage. Curr Opin Biotechnol
2010;21:298–310.
[5] Kalyanasundaram K. Dye-sensitized solar cells. 1st ed. Lausanne,
Switzerland: EPFL Press; 2010.
[6] Hagfeldt A, Boschloo G, Sun L, Kloo L, Pettersson H. Dye-sensitized solar cells.
Chem Rev 2010;110:6595–663.
[7] O’Regan B, Graetzel M. A low-cost, high efﬁciency solar cell based on dye-
sensitized colloidal TiO2 ﬁlms. Nature 1991;353:737–40.
[8] Lee MM, Teuscher J, Miyasaka T, Murakami TN, Snaith HJ. Efﬁcient hybrid solar
cells based on meso-superstructured organometal halide perovskites. Science
2012;338:643–7.
[9] Norris DJ, Aydil ES. Materials science. Getting Moore from solar cells. Science
2012;338:625–6.
[10] Hagfeldt A. Brief overview of dye-sensitized solar cells. Ambio 2012;41(Suppl
2):151–5.
[11] Weerasinghe HC, Huang F, Cheng Y. Fabrication of ﬂexible dye sensitized solar
cells on plastic substrates. Nano Energy 2013;2:174–89.
[12] Jelle BP, Breivik C, Røkenes HD. Building integrated photovoltaic products: a
state-of-the-art review and future research opportunities. Solar Energy Mater
Solar Cells 2012;100:69–96.
[13] Heiniger LP, O’Brien PG, Soheilnia N, Yang Y, Kherani NP, Gratzel M, et al. See-
through dye-sensitized solar cells: photonic reﬂectors for tandem and building
integrated photovoltaics. Adv Mater 2013.
[14] Nazeeruddin MK, Baranoff E, Grätzel M. Dye-sensitized solar cells: a brief
overview. Sol. Energy 2011;85:1172–8.
[15] Kavan L. Titania in diverse forms as substrates. In: Kalyanasundaram K, editor.
Dye-sensitized solar cells. Lausanne, Switzerland: EPFL Press; 2010. p. 45–76.
[16] Henning A, Gunzburger G, Johr R, Rosenwaks Y, Bozic-Weber B, Housecroft CE,
et al. Kelvin probe force microscopy of nanocrystalline TiO2 photoelectrodes.
Beilstein J Nanotechnol 2013;4:418–28.
[17] Rowley JG, Farnum BH, Ardo S, Meyer GJ. Iodide chemistry in dye-sensitized
solar cells: making and breaking II bonds for solar energy conversion. J Phys
Chem Lett 2010;1:3132–40.
[18] Nazeeruddin MK, Zakeeruddin SM, Humphry-Baker R, Jirousek M, Liska P,
Vlachopoulos N, et al. Acid-base equilibria of (2,20-Bipyridyl-4,40-dicarboxylic
acid)ruthenium(II) complexes and the effect of protonation on charge-transfer
sensitization of nanocrystalline titania. Inorg Chem 1999;38:6298–305.
[19] Horiuchi T, Miura H, Sumioka K, Uchida S. High efﬁciency of dye-sensitized
solar cells based on metal-free indoline dyes. J Am Chem Soc
2004;126:12218–9.
[20] Mishra A, Fischer M, Bäuerle P. Metal-free organic dyes for dye-sensitized solar
cells: from structure: property relationships to design rules. Angew Chem Int
Edit 2009;48:2474–99.
[21] Calogero G, Yum J, Sinopoli A, Di Marco G, Grätzel M, Nazeeruddin MK.
Anthocyanins and betalains as light-harvesting pigments for dye-sensitized
solar cells. Sol. Energy 2012;86:1563–75.
[22] Kimura M, Nomoto H, Masaki N, Mori S. Dye molecules for simple co-
sensitization process: fabrication of mixed-dye-sensitized solar cells. Angew
Chem Int Edit 2012;51:4371–4.
[23] Willinger K, Thelakkat M. Photosensitizers in solar energy conversion. In:
Nyokong T, Ahsen V, editors. Photosensitizers in medicine, environment, and
security. Netherlands: Springer; 2012. p. 527–617.
[24] Cherepy NJ, Smestad GP, Grätzel M, Zhang JZ. Ultrafast electron injection:
implications for a photoelectrochemical cell utilizing an anthocyanin dye-
sensitized TiO2 nanocrystalline electrode. J Phys Chem B 1997;101:9342–51.
[25] Galoppini E. Linkers for anchoring sensitizers to semiconductor nanoparticles.
Coord Chem Rev 2004;248:1283–97.
[26] Imahori H, Umeyama T, Ito S. Large p-aromatic molecules as potential
sensitizers for highly efﬁcient dye-sensitized solar cells. Acc Chem Res
2009;42:1809–18.
[27] Vittadini A, Selloni A, Rotzinger FP, Grätzel M. Large p-aromatic molecules as
potential sensitizers for highly efﬁcient dye-sensitized solar cells. Acc Chem
Res 2000;104:1300–6.
[28] Lee KE, Gomez MA, Elouatik S, Demopoulos GP. Further understanding of the
adsorption mechanism of N719 sensitizer on anatase TiO2 ﬁlms for DSSC
applications using vibrational spectroscopy and confocal raman imaging.
Langmuir 2010;26:9575–83.
[29] Ito S, Miura H, Uchida S, Takata M, Sumioka K, Liska P, et al. High-conversion-
efﬁciency organic dye-sensitized solar cells with a novel indoline dye. Chem
Commun 2008;41:5194–6.
[30] Zhang W, Zhu R, Liu B, Ramakrishna S. High-performance hybrid solar cells
employing metal-free organic dye modiﬁed TiO2 as photoelectrode. Appl
Energy 2012;90:305–8.
[31] Gao FG, Bard AJ, Kispert LD. Photocurrent generated on a carotenoid-sensitized
TiO2 nanocrystalline mesoporous electrode. J Photochem Photobiol A
2000;130:49–56.
H. Hug et al. / Applied Energy 115 (2014) 216–225 225[32] Eiji Y, Masaki M, Naomi N, Noritsugu H, Masashi S, Osamu K. Utilization of
natural carotenoids as photosensitizers for dye-sensitized solar cells. Sol.
Energy 2007;81:512–6.
[33] Koyama Y, Miki T, Wang XF, Nagae H. Dye-sensitized solar cells based on the
principles and materials of photosynthesis: mechanisms of suppression and
enhancement of photocurrent and conversion efﬁciency. Int J Mol Sci
2009;10:4575–622.
[34] Koyama Y, Kakitani Y, Nagae H. Mechanisms of suppression and enhancement
of photocurrent/conversion efﬁciency in dye-sensitized solar-cells using
carotenoid and chlorophyll derivatives as sensitizers. Molecules
2012;17:2188–218.
[35] Wang X, Koyama Y, Nagae H, Yamano Y, Ito M, Wada Y. Photocurrents of solar
cells sensitized by aggregate-forming polyenes: enhancement due to
suppression of singlet–triplet annihilation by lowering of dye concentration
or light intensity. Chem Phys Lett 2006;420:309–15.
[36] Wang X, Fujii R, Ito S, Koyama Y, Yamano Y, Ito M, et al. Dye-sensitized solar
cells using retinoic acid and carotenoic acids: dependence of performance on
the conjugation length and the dye concentration. Chem Phys Lett 2005;416:
1–6.
[37] Wang X, Matsuda A, Koyama Y, Nagae H, Sasaki S, Tamiaki H, et al. Effects of
plant carotenoid spacers on the performance of a dye-sensitized solar cell
using a chlorophyll derivative: enhancement of photocurrent determined by
one electron-oxidation potential of each carotenoid. Chem Phys Lett
2006;423:470–5.
[38] Hao S, Wu J, Huang Y, Lin J. Natural dyes as photosensitizers for dye-sensitized
solar cell. Sol Energy 2006;80:209–14.
[39] Narayan MR. Review: dye sensitized solar cells based on natural
photosensitizers. Renew Sustain Energy Rev 2012;16:208–15.
[40] Zhou H, Wu L, Gao Y, Ma T. Dye-sensitized solar cells using 20 natural dyes as
sensitizers. J Photochem Photobiol A 2011;219:188–94.
[41] de Faria EH, Marçal AL, Nassar EJ, Ciufﬁ KJ, Caleﬁ PS. Sol–gel TiO2 thin ﬁlms
sensitized with the mulberry pigment cyanidin. Mater Res 2007;10:413–7.
[42] Röhr R, Nussbaum J, Günzburger G, Bozic-Weber B, Housecroft C, Constable E
et al. Enhancement of conversion efﬁciency of carotenoids acid-sensitized
solar cells by preparation under inert conditions. Submitted for publication
(2013).
[43] Ruiz-Anchondo T, Flores-Holguin N, Glossman-Mitnik D. Natural carotenoids
as nanomaterial precursors for molecular photovoltaics: a computational DFT
study. Molecules 2010;15:4490–510.
[44] Rana Bekci D, Karsli A, Cagatay Cakir A, Sarica H, Guloglu A, Gunes S, et al.
Comparison of ZnO interlayers in inverted bulk heterojunction solar cells. Appl
Energy 2012;96:417–21.
[45] Sacco A, Rolle L, Scaltrito L, Tresso E, Pirri CF. Characterization of photovoltaic
modules for low-power indoor application. Appl Energy 2013;102:1295–302.
[46] Huang X, Zeng Z, Fan Z, Liu J, Zhang H. Graphene-based electrodes. Adv Mater
2012;24:5979–6004.
[47] Lee KS, Lee Y, Lee JY, Ahn J, Park JH. Flexible and platinum-free dye-sensitized
solar cells with conducting-polymer-coated graphene counter electrodes.
ChemSusChem 2012;5:379–82.
[48] Hernandez-Martinez AR, Estevez M, Vargas S, Rodriguez R. Stabilized
conversion efﬁciency and dye-sensitized solar cells from beta vulgaris
pigment. Int J Mol Sci 2013;14:4081–93.
[49] Kang HY, Wang HP. Cu@C dispersed TiO2 for dye-sensitized solar cell
photoanodes. Appl Energy 2012;100:144–7.
[50] Wang X, Li H, Liu Y, Zhao W, Liang C, Huang H, et al. Hydrothermal synthesis of
well-aligned hierarchical TiO2 tubular macrochannel arrays with large surface
area for high performance dye-sensitized solar cells. Appl Energy
2012;99:198–205.
[51] Chou C, Guo M, Liu K, Chen Y. Preparation of TiO2 particles and their
applications in the light scattering layer of a dye-sensitized solar cell. Appl
Energy 2012;92:224–33.
[52] Kim D, Ghicov A, Albu SP, Schmuki P. Bamboo-type TiO2 nanotubes: improved
conversion efﬁciency in dye-sensitized solar cells. J Am Chem Soc
2008;130:16454–5.
[53] Ting C, Chao W. Efﬁciency improvement of the DSSCs by building the carbon
black as bridge in photoelectrode. Appl Energy 2010;87:2500–5.
[54] Li M, Liu Y, Wang H, Shen H. Synthesis of TiO2 submicro-rings and their
application in dye-sensitized solar cell. Appl Energy 2011;88:825–30.
[55] Wu C, Kuo H, Tsai H, Pan W. Rapid dye-sensitized solar cell working electrode
preparation using far infrared rapid thermal annealing. Appl Energy
2012;100:138–43.
[56] Yang L, Leung WW, Wang J. Improvement in light harvesting in a dye
sensitized solar cell based on cascade charge transfer. Nanoscale 2013;5:
7493–8.
[57] Song MY, Chaudhari KN, Park J, Yang D, Kim JH, Kim M, et al. High efﬁcient Pt
counter electrode prepared by homogeneous deposition method for dye-
sensitized solar cell. Appl Energy 2012;100:132–7.
[58] Wang G, Zhuo S. Hierarchical micro/nano-structured cobalt sulﬁde spindles as
low-cost counter electrodes for dye-sensitized solar cells. Phys Chem Chem
Phys 2013;15:13801–4.[59] Wang C, Meng F, Wu M, Lin X, Wang T, Qiu J, et al. A low-cost bio-inspired
integrated carbon counter electrode for high conversion efﬁciency dye-
sensitized solar cells. Phys Chem Chem Phys 2013;15:14182–7.
[60] Feldt SM, Gibson EA, Gabrielsson E, Sun L, Boschloo G, Hagfeldt A. Design of
organic dyes and cobalt polypyridine redox mediators for high-efﬁciency dye-
sensitized solar cells. J Am Chem Soc 2010;132:16714–24.
[61] Yella A, Lee HW, Tsao HN, Yi C, Chandiran AK, Nazeeruddin MK, et al.
Porphyrin-sensitized solar cells with cobalt (II/III)-based redox electrolyte
exceed 12 percent efﬁciency. Science 2011;334:629–34.
[62] McGehee MD. Applied physics. Paradigm shifts in dye-sensitized solar cells.
Science 2011;334:607–8.
[63] Bozic-Weber B, Constable EC, Furer SO, Housecroft CE, Troxler LJ, Zampese JA.
Copper(I) dye-sensitized solar cells with [Co(bpy)3](2+/3+) electrolyte. Chem
Commun (Camb) 2013;49:7222–4.
[64] Burschka J, Pellet N, Moon SJ, Humphry-Baker R, Gao P, Nazeeruddin MK, et al.
Sequential deposition as a route to high-performance perovskite-sensitized
solar cells. Nature 2013;499:316–9.
[65] Liu M, Johnston MB, Snaith HJ. Efﬁcient planar heterojunction perovskite solar
cells by vapour deposition. Nature 2013.
[66] McGehee MD. Materials science: fast-track solar cells. Nature 2013.
[67] Chung I, Lee B, He J, Chang RP, Kanatzidis MG. All-solid-state dye-sensitized
solar cells with high efﬁciency. Nature 2012;485:486–9.
[68] Mallouk TE. Applied chemistry: molecules meet materials. Nature 2012;485:
450–1.
[69] Liu Y, Wang H, Shen H, Chen W. The 3-dimensional dye-sensitized solar cell
and module based on all titanium substrates. Appl Energy 2010;87:436–41.
[70] Trueheart J, Bailey RB, Doten R, Madden KT, Mayorga M, Dueppen D, et al.
Production of carotenoids in oleaginous yeast and fungi. Espacenet
2009:1–131. PCT/US2009/040214.
[71] Ruhle W, Paulsen H. Preparation of native and recombinant light-harvesting
chlorophyll-a/b complex. Methods Mol Biol 2011;684:113–25.
[72] Gandia-Herrero F, Garcia-Carmona F. Characterization of recombinant Beta
vulgaris 4,5-DOPA-extradiol-dioxygenase active in the biosynthesis of
betalains. Planta 2012;236:91–100.
[73] Das A, Yoon SH, Lee SH, Kim JY, Oh DK, Kim SW. An update on microbial
carotenoid production: application of recent metabolic engineering tools. Appl
Microbiol Biotechnol 2007;77:505–12.
[74] Ahmad WA, Ahmad WYW, Zakaria ZA, Yusof NZ. Application of bacterial
pigments as colorant. Heidelberg Dordrecht London New York: Springer; 2012.
[75] Dang X, Yi H, Ham MH, Qi J, Yun DS, Ladewski R, et al. Virus-templated self-
assembled single-walled carbon nanotubes for highly efﬁcient electron
collection in photovoltaic devices. Nat Nanotechnol 2011;6:377–84.
[76] Mershin A, Matsumoto K, Kaiser L, Yu D, Vaughn M, Nazeeruddin MK, et al.
Self-assembled photosystem-I biophotovoltaics on nanostructured TiO(2) and
ZnO. Sci Rep 2012;2:234.
[77] Najafpour MM, Moghaddam AN, Allakhverdiev SI, Govindjee. Biological water
oxidation: lessons from nature. Biochimica et Biophysica Acta (BBA) –
Bioenergetics 2012;1817:1110–21.
[78] Wongcharee K, Meeyoo V, Chavadej S. Dye-sensitized solar cell using natural
dyes extracted from rosella and blue pea ﬂowers. Solar Energy Mater Solar
Cells 2007;91:566–71.
[79] Calogero G, Di Marco G, Cazzanti S, Caramori S, Argazzi R, Di Carlo A, et al.
Efﬁcient dye-sensitized solar cells using red turnip and purple wild sicilian
prickly pear fruits. Int J Mol Sci 2010;11:254–67.
[80] Lai WH, Su YH, Teoh LG, Hon MH. Commercial and natural dyes as
photosensitizers for a water-based dye-sensitized solar cell loaded with gold
nanoparticles. J Photochem Photobiol A 2008;195:307–13.
[81] Gómez-Ortíz NM, Vázquez-Maldonado IA, Pérez-Espadas AR, Mena-Rejón GJ,
Azamar-Barrios JA, Oskam G. Dye-sensitized solar cells with natural dyes
extracted from achiote seeds. Solar Energy Mater Solar Cells 2010;94:40–4.
[82] Garcia CG, Polo AS, Murakami Iha NY. Fruit extracts and ruthenium
polypyridinic dyes for sensitization of TiO2 in photoelectrochemical solar
cells. J Photochem Photobiol A 2003;160:87–91.
[83] Polo AS, Murakami Iha NY. Blue sensitizers for solar cells: natural dyes from
Calafate and Jaboticaba. Solar Energy Mater Solar Cells 2006;90:1936–44.
[84] Yamazaki E, Murayama M, Nishikawa N, Hashimoto N, Shoyama M, Kurita O.
Utilization of natural carotenoids as photosensitizers for dye-sensitized solar
cells. Sol. Energy 2007;81:512–6.
[85] Calogero G, Marco GD. Red Sicilian orange and purple eggplant fruits as
natural sensitizers for dye-sensitized solar cells. Solar Energy Mater Solar Cells
2008;92:1341–6.
[86] Li N, Pan N, Li D, Lin S. Natural dye-sensitized solar cells based on highly
ordered TiO2 nanotube arrays. Int J Photoenergy 2013;2013:5.
[87] Kumara NTRN, Ekanayake P, Lim A, Liew LYC, Iskandar M, Ming LC, et al.
Layered co-sensitization for enhancement of conversion efﬁciency of natural
dye sensitized solar cells. J Alloys Compd 2013;581:186–91.
[88] Kim H, Bin Y, Karthick SN, Hemalatha KV, Raj CJ, Venkatesan S, et al. Natural
dye extracted from Rhododendron species ﬂowers as a photosensitizer in dye
sensitized solar cell. Int J Electrochem Sci 2013;8:6734–43.
